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 User Operation 
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Normal Operation  

During normal operation the unit will show the following displays: 

 

These messages will be overridden when other unit functions such as timed or manual boost are active.  

 

 

 

 

Display Cycle  
 

A display cycle allows the user to look through their energy saving readings. Each press of the Display button will 
move through the following sequence 
 

 

  

Display 
Button 

Shows the amount of energy saved using 
the Solar iBoost (see Display Cycle) 

A Button 
Enables programming (see 
Programming) 

B Button 
Enables the Pairing process (see Pairing 
the Sender) 

Boost 
Provides a Boost of Hot Water (see 
Manual Boost) 

 
!

 

Indicates a problem with the unit when lit 
(see Trouble Shooting) 

     

Flashes when energy is being diverted to 
the immersion heater. Symbol is 
permanently lit when any boost function 
is on. 

Heating by Solar 
x.xx kW  

Instant value of energy being diverted into the immersion heater. 

Water Tank 
HOT  

Shown when unit is attempting to divert energy to the immersion heater but tank has 
reached maximum temperature. The immersion heater thermostat has reached 
maximum set temperature and switched out. 

Water Heating 
OFF 

There is no excess solar generation to divert to the immersion heater or none 
being generated. 

Saved Today 
x.xx kWh 

Current days energy diverted into the immersion heater  

Saved Yesterday 

x.xx kWh 

Previous days energy diverted into the immersion 
heater 

Saved Last 7 

days x.xx kWh 
Last 7 days energy diverted into the immersion heater 

Saved Last 28 

days x.xx kWh 
Last 28 days energy diverted into the immersion heater 

Saved Amount 

x.xx kWh 
Total value of energy diverted into the immersion heater since iBoost was installed 

Time HH:MM Current time in 24hr format 
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Technical specifications 

Solar iBoost Controller: 

 
Operating Voltage:    220 - 240 Vac 
 
Control type:     1B 
 
Maximum Permissible Loads:   13A Resistive (max 3kW immersion element) 
 
Operating Ambient Temperature Range: 0 to 40°C 
 
Approvals:     EN 60730-2-7, EN 301 489-3, EN 300 220 
 
Dimensions:     210 x 131 x 67 mm 
 

 

Solar iBoost Sender: 
 

Battery Type:     2 x AA IEC LR6 1.5V alkaline (supplied) 
 
Battery Life Cycle:    1 year (user replaceable) 
 
Operating Radio Frequency   868.3 MHz 
 
Radio Range     Up to 30m indoors (dependant on construction) 
 
Operating Ambient Temperature Range: -5 to 40°C 
 
Approvals:     EN 60950, EN 301 489-3, EN 300 220 
 
Dimensions:     95 x 75 x 35 mm (excluding clamp) 
 
 

 

Further Support 

For further support please call +44 (0) 1536 201588 

Warranty 

SIB Energy Ltd warrants this product, excluding batteries, to be free from malfunctions and defects in both 
materials and workmanship for 2 years from the date of purchase.  Retain the original dated receipt. Proof of the 
date of purchase will be required with any request for warranty repair. 

SIB Energy Ltd will repair or replace products if they fail to function properly during the warranty period subject to 
conditions stated herein.  Warranty service will include the labour to undertake any necessary adjustments or fit 
replacement parts to the product.  SIB Energy Ltd will at its discretion refund the purchase price paid for the 
product provided it has been returned to SIB Energy Ltd together with proof of purchase price paid.  SIB Energy 
Ltd reserves the right to repair or replace parts using remanufactured components. Replacement parts are 
warranted for the remaining warranty term of the original purchase or 90 days from the date of repair, whichever 
is the longer.  

This Warranty is void where SIB Energy Ltd considers failure is owing to accident, alteration, modification, 
incorrect installation, unauthorised service, use of unauthorised components or accessories or mis-use. 

 

 

SIB Energy Limited, Peterborough, PE3 6SR 


